COVWMUNI TY ODOR SURVEY -

Post Zi npro shut down

Job # 266-04 Survey: No. 13 Observer: NAW Date: 03/13/02
H,S INTENSITY ODOR TEMP. WIND WIND SPEED
STATION TIME (ppb) (1-5) DESCRIPTION (°F) DIRECTION (mph) OBSERVER/COMMENTS
1 12:55 PM 4 0.5 Leaves 57 210-220 4
2 1:00 PM 4.3 0 none detected 57 270-280 3
3 1:05 PM 5.3 0 none detected 59 260-270 4
4 1:10 PM 6.3 0 none detected 60 260-270 3
5 1:15 PM 6.3 1 Sludge 64 250-260 2
6 1:20 PM 8.3 0.5 Sludge 64 250-260 2
7 1:30 PM 7 3 Industry, chemical 65 180-260 2-6 wind shifting - odor transient
8 1:35 PM 6.3 1 Soap 67 270 3
9 1:40 PM 5 0 none detected 65 210-220 2
10 1:50 PM 5.6 3 Industry 65 260-270 2 same odors as station 7
11 1:55 PM 4.6 0.5 Soap 65 240-250 2
12 2:05 PM 13 2 Act. Sludge 62 110-120 3
13 2:10 PM 3.6 0.5 Act. sludge 62 230-240 4
14 2:15 PM 8.0 2 Sludge 62 260-270 1-2
15 2:20 PM 4.3 0.5 Sludge 63 140 3
16 2:25 PM 4.6 1 Sludge 63 190-200 3-4
17 2:30 PM 5 1 Act. sludge 63 290 8 wind shifting
18 2:35 PM 4.5 1 Act. sludge 63 350 1-2 wind shifting
Summary: Scattered clouds. Wind out of west southwest

Sunny clear day. Smelled sludge odor at plant entrance.

Meg-Tec incinerator operating - inlet valve modulating. Truck bay doors open

Biotower scrubbers running
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